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NATURE OF REVISION

NO.| DATE

CLIENT

ELGIN, ILLINOIS
847-697-1000

1700 SPARTAN DRIVE

TOTAL
PAVEMENT T TEMS UNTT QUANTITY
HMA, SURFACE COURSE, MIX D N50, 1.5" TON 1038
HMA, BINDER COURSE, IL 19, N50, 2.5 TON 1731
AGGREGATE BASE COURSE, TYPE B, 12” SQ YD 12045
BITUMINOUS MATERIALS, PRIME COAT (0.35 GAL/SQ YD) GAL 4215
SHAPING AND GRADING ROADWAY SQ YD 12045
PAVEMENT PATCHING, CLASS D, 10” SQ YD 25
LIME STABILIZED SOIL MIXTURE SQ YD 12045
LIME (65 LBS/SQ YD) TON 392
COMBINATION CONCRETE CURB & GUTTER, B-6.12 REVERSE PITCH FOOT 428
ROLLED ASPHALT CURB, TEMPORARY FOOT 515
PAVEMENT MARKING PAINT, 4’ YELLOW FOOT 10716
LIGHTING UNIT, COMPLETE EACH 5
LIGHT POLE FOUNDATION, 24" DIA. EACH 5
CONDUIT IN TRENCH, 1.25" COILABLE NONMETALLIC FOOT 700
TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT 700
MODIFY EXISTING LIGHTING CONTROLLER EACH 1
DIRECTIONAL BORE, 1.5" FOOT 900
SOIL EROSION & SEDIMENT CONTROL I TEMS UNIT TUTAL
QUANTITY
TOPSOIL, FURNISH AND PLACE, 4” SQ YD 2920
TREE, ACER X FREEMANII "MARMO’ EACH 10
SEEDING CLASS 3 NORTHERN ILLINOIS SLOPE MIX ACRE 0.6
SODDING, SALT TOLERANT SQ YD 450
SUPPLEMENTAL WATERING (1 UNIT = 1000 GAL) UNIT 2
DUST CONTROL WATERING (1 UNIT = 1000 GAL) UNIT 5
CONCRETE TRUCK WASHOUT EACH 1
DEWATERING L.SUM 1
GROUND PREPARATION FOR SEEDING ACRE 0.6
EROSION CONTROL BLANKET SQ YD 2920
INLET PROTECTION UNIT 5

TOTAL
REMOVAL TTEMS UNTT QUANTITY
TREE REMOVAL (6 TO 15 UNITS DIAMETER) UNIT 10
CLEARING AND GRUBBING ACRE 0.5
CURB & GUTTER REMOVAL, B.6-12 FOOT 628
PAVEMENT REMOVAL, FULL DEPTH SQ YD 14
GRAVEL REMOVAL SQ YD 172
SAW CUT PAVEMENT FOOT 868
PAVEMENT MARKING REMOVAL FOOT 1175
FLARED END SECTION REMOVAL, 21" EACH 1
STORM SEWER REMOVAL, 21" FOOT 15
LIGHT POLE REMOVAL EACH 1
POWER POLE RELOCATION EACH 1
SIGN RELOCATION EACH 1
HANDHOLE RIM ADJUSTMENT EACH 2
TOTAL
DRAINAGE TTEMS UNIT QUANTITY
STORM MANHOLE, TYPE A, 4" DIA. EACH i
STORM MANHOLE FRAME, TYPE I, OPEN EACH S
STORM MANHOLE FRAME, TYPE I, CLOSED EACH 1
FLARED END SECTION, 30" EACH 1
STORM SEWER, 18", RCP CL IV FOOT 98
STORM SEWER, 21”7, RCP CL IV FOOT 130
STORM SEWER, 24", RCP CL IV FOOT 359
STORM SEWER, 30", RCP CL IV FOOT 100
TRENCH BACKFILL CY 208
TOTAL
MISCELLANEOUS TTEMS UNIT QUANTITY
CHAIN LINK FENCE, TEMPORARY FOOT 10
CONSTRUCTION LAYOUT L.SUM 1
EARTH EXCAVATION CU YD 6022
REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL CU YD 100
SEDIMENT CONTROL, STABILIZED CONSTRUCTION ENTRANCE SQ YD 177
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